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12V  integrated  LED   LANDSCAPE    FLOOD   LIGHTS

FLV12-6W-30K

FLV12-6W-50K

6W

600LM

FLV12-12W-30K

FLV12-12W-50K

12W

1200LM

FLV12-24W-30K

FLV12-24W-50K

24W

2400LM

FLV12-32W-30K

FLV12-32W-50K

32W

3200LM

:: Catalog No.

:: Wattage

:: Lumens

:: Voltage

:: Color Temp

:: Beam Angle

:: Light Source

:: Housing / Finish

:: Lens

:: Dimensions

:: Accessories 
   included

12V AC/DC (Tolerance: 12-18V AC, 10-26V DC)

3000K Warm White (30K), 5000K Cool White (50K)

30º

Philips Lumileds (Non-dimmable)

ADC 12 Cast Aluminum with Powder Coat (Bronze Finish)

Optical Polycarbonate Lens

4-1/4”

5-1/2”

3”

5-3/4”

7-1/2”

3-3/4”

6-1/4”

8”

4-1/2”

Silicon-filled

Wire Nuts

8-1/2”

Non-metallic Spike

3ft.

SPT-2 18AWG

Lead Wire 

(6W 22AWG)

HIGH
LUMEN

D3

See page A55 for shrouds


